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1 Warning, read this first !!!

The OH50 module, with bootloder version V1.15, can not be updated with an 2GB WISI USB-
stick. The stick is not correct recognized from the OH50 bootloder, and the module update is
skipped. Please use another USB-stick.

Before you update any OH module, make sure your OH50 Software Version is greater or
equal than 1.20. If not update the OH50 first, without updating any modules.

This 1s described in 3 Update OH50 only

1.1 Update of OH38, OH76, OH77, OH79 modules

After updating modules with analog output section, power supply must be switched off.
Remove the USB-Stick after updating and unplug the whole rack 1 min. From mains supply. Then
reconnect the main supply and star the rack.
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2 Automatic update

Get a new USB-Stick and format it with FAT32
(Attention: All Data on the stick will be lost !!!)

Format STORE N GO (E:) 2 X
Capaciky:
17.45 B vl
File system
FAT32 vl

Allocation unit size

|DeFauIt allacation size o |

Yolume label
| STORE M G0 |

Formnat apkions

[ ] Quick Format
Emable Comprassion

Create an MS-DiO5 skarkup disk

Start | [ Close

2. Download update file from WISI homepage and start it to extract update files to desktop

@ OHxx Update E|

9 For update, copy all files From created direckory on DESKTOPR,
H ko the ROOT of wour ISE-Skick!
Sould the update files be copied ta your deskkop 7

Mo |

Press Yes to start extracting files.
The files will now be extracted to a OH_Update Release directory on your desktop.
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3. Mark all files in the created directory and copy them
to the root directory of the USB-Stick. Your Stick should now look like this:

I8 STORE N GO (E:) E]
:,l

File Edit Wiew Favorites Tools  Help

@Back - ‘_’J Ij: f._xj Search !I]_:_‘ Fnldersl '

Address !*-c-' E:l v! G0
Folders X [E|oHS0_HW W1 00_SW_\1_20 OHBBSM_HW ¥1_00_5W_\1_01.z2l

= oHsn_ Hw w1 10 Sw w1 20 OHEI__HW Y2 00_SW ¥1_00

[g I?jsﬁzpmcuments OHSO___HW_WZ2_00_SW_v¥1_20 OHE9__HW_W2_00_SW_v¥1_06
2 § My Computer CHS0_Histary |= oHes__Hw_ve_oo_sw_v1_os
@ < Local Disk (C:) OHSD_USB_Update.de r;_»] OHE9_Histary
® L D Drive (D7) OHTE_ HW Y1 00 SW ¥l 10 OHEISM_HW Y1 00 5w Y1 00.z0
e [£] oH76_History = oHeesM_Hw _v1_oo_sw_v1_o1.2l

OH7ESM_HW_¥1_00_5W ¥1_00.2f  [E] Read_Me_First
] oH77_Hw_v1_00_sw vi_3z

[£] oHF7_Histary
OHFFMA_HW_¥1_00_SW _¥1_01.20
OHPFMI_HW_Y1_00_Sw_¥1_01
OMPI__ HW Y1 00_SW V1 32

[Z] oH79_Histary
OH7IM4_HW_¥1_00_SW _¥1_01.2h
OHPIMI_HW_Y1_00_Sw_¥1 01
OHES__ HW_¥1_00_SW_¥1_31
OHES__ HW_¥Z_00_SW_¥1_31

[£] oHas_History

OHESH_ Hwv_Y1_00_SWw_w1 31
OHESH__ Hwy_v2_00_SW_v1_31
OHESSM_HW_¥1_00_5W _V1_01.20
OHBE__ HW %2 _00_SW_¥1_00
OHE6__ HW w2 _00_SW_¥1_06

= OHe6_ Hw_w2_00_Sw_Y1_08
[£] oHae_History
OHEESM_HW_¥1_00_SW ¥1_00.2h

=] [} Cankrol Pane!

# [C7) Shared Documents

[ [C7) Hoffmann's Documents
= ‘—J My Mebwork Places

2 Recyrle Bin

4. If an OHS51 is connected to the rack, unplug the mains supply from the rack.
Open the screwing in front of the OH51 module and unplug the OH51 module,
by pulling it 2cm out of the rack. Replug the power to the rack.

5. Ensure that OH Headend is in Standby State
(Plug in handset and wait till startup has ended

and software version is displayed on the handset)

If a menu is displayed get back to standby by pressing the
left key in the module menu System settings line

The handset must show the following message:

WISI Headend
OH50 V x.xx
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6. Plug USB-Stick to OH50 USB-Interface

The handset must show the following message:

OH50 headend
USB mem attached

7. The automatic update menu is displayed on the handset.
Choose the auto update menupoint (press the up key once)

OH50 auto mode
Euto update

8. Press the right key to start auto update.
The start message must be set to yes (pree the up key once)

Auto update mode
Start update:ﬂes

9. Start auto update by pressing the right key

10. The OH50 searches now for connected modules to update

The handset shows the following message:

Search modules
) 00000000060 064
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11. The OH is now seaching for a new software for every connected
module. If a new software is found the module is updated.

While updating a module the handset shows the following message:

2 OH77 HW1.00

vioo.binfll] |

In the first line module number, name and hardware ID are displayed.

In the second line the update version is dispayed with a progress bar of the
update progress. The turning char at the end of the second line, marks that the
OH headend is busy with updating a module.

12. After updating all modules, the OH50 returns to the StandBy state. The following
message is displayed in the handset:

WISI Headend
OH50 V »x.xx

After this the USB-Stick must be removed.

13. If an OH51 was connected to the rack, unplug the main supply and push the OH51 back
in it's slot. Tighten the OH51 screws in the rack.
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3 Update OH50 only

It can be necassary to update only the OH50 without any module update. This is described in this
chapter.

1. Get an FAT32 formated USB-Stick with the OH50 software in the root directory, or prepare
it like described in 2 _Automatic update point 1 to 3.

Connect the USB-stick to your OH50 module

Remove power supply from OHS50 for 1 minute
Reconnect the OH50 power supply with connected USB-stick to the OH50

The OH50 module automaticlly opens the newest avialable software on the stick

S S

Updating the OH50 starts automatically, the handset shows the following message:

OH50 HW1.00

vioo.binfl] |

7. After updating the OH50 restarts
8. Following the StandBy message is displayed on the handset:

WISI Headend
OH50 V x.xx

now the USB-Stick must be removed from the OH50
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4 Update OHS1
Please read the OH51 FirmwareUpdate.pdf manual in the OH51 subdirectory.
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5 Problems after update

5.1 Module in boot

The module update has failed for some reason. When choosing the module the
handset displays :

ModuleX in boot
do auto update

The reason is: the application is corrupted or the checksum could not be written
while updating. The module now stays in the bootloader and a autoupdate must be
done. Retry the update process from step 4 to the end to do the auto update.

5.2 OH50 in boot

The OHS50 update has failed for some reason. The OH50 front LED is flashing yellow and
the handset displays :

WISI OH50 Boot
V1.16

The reason is: the application is corrupted or the checksum could not be written
while updating. To get the OH50 back to life, do an OH50 only update as described
in chapter .3 Update OH50 only .
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5.3 Update files name

To determine wich module must be updated with which file, the OH50 uses the names of the update
files. So the file names of the update files must not be changed. The following format is been used:

5.3.1 Module application software
6 chars module name + HW ID + SW ID (extension is ignored)
OH50  HW V1 00 SW_V1 00.bin

5.3.2 Module extension software

4 chars module name + 2 chars extension name + HW ID + SW ID (extension is ignored)
OH85SM_HW_VI1 00 SW_V1 _00.zli
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